Quick & Easy MT Re-polishing Solution

Polishing Machine : SFP-70D2
Polishing Holder : PHO72-MT-1
Features
Re-polish one ferrule
Quick and easy re-polishing at inspection line
No need to bring cable back to polishing line
Full step polishing process is also available

POLISHING CONDITIONS
POLISHING
PROCESS | pOLISHING PAD POLISHING FILM LIQUID TIME (min)
(service life)
FIRST . PURIFIED "
POLISHING PGO07-490 Flock Film CeO2 (1) WATER 0.5 1.0
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Seikoh Giken reserves the right to improve, enhance and modify features and specifications of Seikoh Giken products without prior notifications

£ CFIKOH CIKEN



Re-polishing Performance

Endface View after Re-polishing
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Endface Geometry after Re-polishing

After

Small geometry change even after re-polishing

Before After

X Angle (deg) 0.043 0.050

Y Angle (deg) 0.049 0.067

XROC (mm) 5097 6113

YROC (mm) 483 461

Max Height Diff.All Fibers(nm) 262 226
Max Height Diff.Adj Fibers(nm) 113 98
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Note: 1) The above data is for MT/PC ferrule, SIM, PPS, 12ch
2) Re-polishing for M/M fiber is also applicable
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